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Indicating devices

LED pilot lights (multi-chip)
• Super bright multi-chip LED pilot lights (with diffuser/legend insert)
•	 Shock	resistant,	low	power	consumption	≤	20mA
•	 Long	life	 ≥	30.000	hrs

type lens voltage  mounting description
 colour ± 20% hole Ø

Ø16 mm LED pilot lights (high brightness)  Lens: Ø19 x 10 - Body: L 24 mm

• (IP63) (IP20 terminal protection)

AD16-16DSR02 red 24 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSG02 green 24 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSY02 yellow 24 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSB02 blue 24 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSW02 white 24 VAC/DC Ø16 mm panel mount LED pilot light

AD16-16DSR11 red 110 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSG11 green 110 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSY11 yellow 110 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSB11 blue 110 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSW11 white 110 VAC/DC Ø16 mm panel mount LED pilot light

AD16-16DSR22 red 220 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSG22 green 220 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSY22 yellow 220 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSB22 blue 220 VAC/DC Ø16 mm panel mount LED pilot light
AD16-16DSW22 white 220 VAC/DC Ø16 mm panel mount LED pilot light

Self-flashing LED pilot light and electronic buzzer Lens: Ø19 x 10 - Body: L 41.5 mm

AD16-16MR02 red 24 VAC/DC Ø16 mm self-flash LED p/light + buzzer
AD16-16MR22 red 220 VAC Ø16 mm self-flash LED p/light + buzzer

Ø22 mm LED pilot lights (high brightness) - 4 LEDs Lens: Ø29 x 13 mm - Body: L 39 mm

• (IP63)  (IP20 terminal protection)

AD22-22DSR01 red 12 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSG01 green 12 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSY01 yellow 12 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSB01 blue 12 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSW01 white 12 VAC/DC Ø22 mm panel mount LED pilot light

AD22-22DSR02 red 24 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSG02 green 24 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSY02 yellow 24 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSB02 blue 24 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSW02 white 24 VAC/DC Ø22 mm panel mount LED pilot light

AD22-22DSR11 red 110 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSG11 green 110 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSY11 yellow 110 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSB11 blue 110 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSW11 white 110 VAC/DC Ø22 mm panel mount LED pilot light

AD22-22DSR22 red 220 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSG22 green 220 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSY22 yellow 220 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSB22 blue 220 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DSW22 white 220 VAC/DC Ø22 mm panel mount LED pilot light

AD22-22DSR38 red 380 VAC Ø22 mm panel mount LED pilot light
AD22-22DSG38 green 380 VAC Ø22 mm panel mount LED pilot light
AD22-22DSY38 yellow 380 VAC Ø22 mm panel mount LED pilot light
AD22-22DSB38 blue 380 VAC Ø22 mm panel mount LED pilot light
AD22-22DSW38 white 380 VAC Ø22 mm panel mount LED pilot light

Ø22 mm Dual colour LED pilot light (IP63) Lens: Ø29 x 13 mm - Body: L 54 mm

• Dual light - red or green LED indication on one pilot light (white lens)

AD22-22DRG02 red/grn 24 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DRG11 red/grn 110 VAC/DC Ø22 mm panel mount LED pilot light
AD22-22DRG22 red/grn 220 VAC Ø22 mm panel mount LED pilot light

Self-flashing LED pilot light  intermittent flashing  (2 Hz)

AD22-22SR02 red 24 VAC/DC Ø22 mm self-flashing LED pilot light
AD22-22SR22 red 220 VAC Ø22 mm self-flashing LED pilot light
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